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5.1 

CONNECTING CONTROL UNIT TO MAINS ELECTRICITY

CONNECTING CONTROL PANEL TO ACCESSORIES Lcable
1÷20 m

 

R85/60

CONNECTING CONTROL PANEL  TO BARRIER 
OPEN INDICATOR

Lcable

1÷20 m

CONNECTING CONTROL PANEL TO ANTENNA

DESCRIPTION

N.B.

N.B.
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BUTTON DESCRIPTION

UP 

DOWN 
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PROG

TEST
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8.1 Parameter display mode
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8.2 

POWER C485 STOP/RELEASE

COMMAND STATUS:

SAFETY DEVICE STATUS:

8.3 TEST mode

 

N.B.

8.4 Standby mode

+ -
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9.1 :
.  

SELECTION MODEL BOOM

AG/004
KB/004

AG/004
KB/004

AG/006
KB/006

BI/004

BI/004

1. 



EN

58

). 

AGILIK, KB 
BIONIK

5. 
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9.2 

AGILIK/KB
BIONIK

AGILIK/KB. 
BIONIK
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PARAM. FACTORY 
DEFAULT DESCRIPTION PAGE

PP)

AG/EXP
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PARAM. FACTORY 
DEFAULT DESCRIPTION PAGE
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11 Parameters menu
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BI/004: 
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N.B.:  = .

N.B.: . 

SC

SC

SC
N.B.: 

 = = .
SC

N.B.: 
 = = .
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N.B.: .

Enable electric block

.
N.B.: .

N.B.: .

N.B.: .
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.
N.B.: .

.

FT)
N.B.:  = .

N.B.:  = .

N.B.:  =  = 

N.B.:  = 
.

NOTE

N.B.: .
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N.B.: 
PROG
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(1).
(1).
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N.B.: 
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NOTE 
N.B.: 
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N.B.

Serial number

FW version
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N.B.

.
N.B.

.
N.B.
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WARNING: 
N.B.: 
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Temporary unlock procedure:
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= ).



EN

70

12 Commands and Accessories

.

DESCRIPTION

.

11(SC). 

11(SC)

.

COM-LNA-LNB

21(ST)-22(COM)
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DESCRIPTION

 
N.B.: 

COS. 

23(COS)-22(COM)  
. 

FT

–

–
– FT

24(FT) 25(COM)
.

WARNING G90/F4ES  T90/F4S

FT

N.B.

.

 – PR1 ).
 – PR2 ).
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CONTACT DESCRIPTION

AG/BAT/KIT 
BI/BAT/KIT
BATTERY KIT
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14 

DISPLAY POSSIBLE CAUSE ACTION BY SOFTWARE -
TION

COS COS

FT FT

N.B:  
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15 
PROBLEM ALARM SIGNAL POSSIBLE CAUSE CORRECTIVE ACTION

POWER
POWER

TEST

( ). 

.

PROG

 AGILIK/KB

BIONIK
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PROBLEM ALARM SIGNAL POSSIBLE CAUSE CORRECTIVE ACTION

( TEST

TEST

.

.

.

.

N.B.
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19 Maintenance

20 Disposal
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